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AMENDMENTS TO THE SPECIFICATION 
Please add the following new heading and paragraph immediately following the title: 

Cross Reference to Related Applications 

This application is a National Stage of International Application No. PCT/EP02/08304, filed 
July 25, 2002, which claims the benefit of German Patent Application No. 101 36 453.9, 
filed July 26, 2001. 

Please replace the first paragraph on page 1 of the specification with the following: 

Field of the Invention 

The invention relates to a cleaning device of a powder coating booth as well as to a method 
for cleaning the powder coating boot h according to th e pr e ambles of claims 1 and 1 1 ^ 

Background of the Invention 

A cleaning device of this type is described in EP 727 258. The cleaning device has two 
separate pipes for blowing off the side walls and the top wall of in each case one longitudinal 
half of the booth. The two pipes are jointly moved longitudinally through the booth, i.e. in or 
counter to the workpiece conveying direction. The bottom is not subject to the action of the 
blow-off nozzles and is instead freed from powder residues by means of a discharge belt. 
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Please replace the third paragraph on page 1 of the specification with the following: 

A similar cleaning device is known from EP 200 681. This cleaning device, which has a 
tubular frame open at the top, is also moved longitudinally through the booth. In the bottom 
area said booth has a V-shaped construction, the tip of the V issuing into a suction duct for 
suckin g suctioning off the blown off powder. In addition to the nozzles, sponges can be fitted 
to the cleaning device and wet clean the surfaces after blowing off. 

Please replace the sixth paragraph on page 1 of the specification with the following: 

Brief Summary of the Invention 

This problem is solved by a cleaning device according to claim 1 and a method according to 
claim 11. Advantag e ous furth e r d e v e lopm e nt s of the present invention ar e giv e n in the 
subclaims dep e nd e nt on said ind e p e nd e nt claims . 

Please replace the first paragraph on page 2 of the specification with the following: 

Unlike in the above-described prior art, a cleaning device according to the invention is not 
moved longitudinally through the booth, but instead transversely to the workpiece - 
conveying direction. The cleaning device preferably has two separate pipes, whereof each is 
associated with one of the two longitudinal halves of the booth. The pipes are equipped with 
nozzles. Each pipe is moved by a drive transversely to the conveying direction initially 
roughly horizontally and then from top to bottom through the booth. During this movement 
the nozzles are supplied with a cleaning fluid, particularly compressed air, so that powder 
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adhering to the inner surfaces can be blown off. Preferably on the bottom is provided a 
suction device, which constantly suek ssuctions the blown off powder and e.g. supplies it to a 
recovery or filtering device. When the two pipes have reached their lower end position, the 
supply of cleaning fluid is preferably switched off and the pipes are again conveyed into their 
upper end position. This upper end position is advantageously located outside the booth, so 
that the cleaning device is not dirtied during the coating operation. 



Please replace the third paragraph on page 2 of the specification with the following: 

A further advantage is that the powder is blown in the direction of the suction line and can 
consequently be more efficiently suekedsuctioned off. 

Please replace the fourth paragraph on page 2 of the specification with the following: 

The invention is described in greater detail hereinafter relative to a preferred embodiment 
and the attached diagrammatic drawings , wh e r e in show:Fig . 

Please insert the following heading after the fourth paragraph on page 2 of the 
specification: 

Brief Description of the Drawings 
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Please replace the fifth paragraph on page 2 of the specification with the following: 

Figure l- A is a cross-section through a powder coating booth with a cleaning device 
according to the invention during the cleaning of the side walls. 

Please replace the sixth paragraph on page 2 of the specification with the following: 

FigrFigure 2- A is a longitudinal section through the booth of figrFigure 1 with a side view of 
a pipe. 

Please replace the first paragraph on page 3 of the specification with the following: 

FigrFigure 3-A is a partial longitudinal section corresponding to fig rFigure 2 of the cleaning 
pipe with guide, but on a larger scale. 

Please replace the second paragraph on page 3 of the specification with the following: 

FigrFigure 4 Ais a partial longitudinal section like fig rFigure 3 of a modified construction of 
the guide. 
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Please insert the following heading after the second paragraph on page 3 of the 
specification: 

Detailed Description 



